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    Abstract

Sediment and turbidity are among the most common pollutants affecting surface waters, resulting in reduced reservoir capacity, degradation of aquatic organism habitat, and decreased aesthetic value. Construction activities, including roadway projects, can be significant contributors to sediment loading in streams and lakes. We studied water quality in stormwater runoff from three systems for erosion and sediment control on two roadway projects in the North Carolina mountains. The first roadway project was divided into three experimental sections, each with one the following treatments installed in the adjacent drainage ditch: (1) the standard best management practice (BMP) consisting of narrow sediment traps in the ditch along with rock check dams, (2) fiber check dams (FCDs) consisting of a mix of straw wattles and coir logs, or (3) FCDs with granulated, anionic polyacrylamide (PAM) added to each. The second project was smaller and included only two of the experimental sections described above: (1) the standard BMPs and (2) FCDs with PAM. Significant reductions in turbidity and total suspended solids were obtained using the FCDs, particularly those with PAM added. At site 1, from June 2006 to March 2007, the average turbidity values for the stormwater runoff were 3,813 nephelometric turbidity units (NTU) for the standard BMPs, 202 NTU for the FCDs-only, and 34 NTU for the FCDs with PAM. Average turbidity in discharges at site 2 was reduced from 867 NTU for the standard BMPs to 115 NTU for the FCDs with PAM. Sediment loading at both sites was similarly reduced with the use of FCDs. At site 1, the standard BMPs lost an average of 428 kg (944 lb) of sediment per storm event compared to just 2.1 kg (4.6 lb) for the FCDs-only and 0.9 kg (2.0 lb) for the FCDs with PAM. At site 2, the standard BMPs lost an average of 3.3 kg (7.3 lb) per storm event compared with 0.8 kg (1.8 lb) for the FCDs with PAM. A conservative economic analysis suggests that the costs of the FCDs are lower than the standard BMPs. This study suggests that the use of FCDs with PAM can bring discharges from similar linear construction projects much closer to the regulatory guidelines for non-point source discharges than the current standard practices.


Footnotes
	Rich McLaughlin is an associate professor and Scott King is an extension associate in the Soil Science Department and Greg Jennings is a professor in the Biological and Agricultural Engineering Department at North Carolina State University, Raleigh, North Carolina.

	© 2009 by the Soil and Water Conservation Society
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